
DOWNLIGHTING & TRACK SYSTEMS
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Compact Fluorescent Downlights

7" LGFV
Round Lens

Wet Location
Vertical Lamp

Tri-Tube

LGFV

226-LGFV7

ORDERING INFORMATION
Choose the boldface catalog nomenclature that best suits your needs and write it on
the appropriate line. Order accessories as separate catalog numbers (shipped
separately).

Series

LGFV

Door frame

7RW Re-
gressed
white
door

7SB Stepped
black
baffle

7FW Flush
white
door

Shielding

T73 Prismatic
lens

CHL2 Concave
Holophane
lens

FFL Flat fresnel
lens

Options

LP With 30K lamp (shipped separately).
SSC Provides compatibility with Lithonia Reloc System

820. System 820 can be installed less this option
with connectors provided by others.

GMF Single slow-blow fuse.
RIF Radio interference filter.

DMHL Lutron Hi-lume3 electronic dimming ballast, 120V or
277V, 32W only.

ELR Emergency battery pack. Remote test switch pro-
vided. (Consult factory for dimensional changes.)

TPS Tamperproof. (Includes two tamperproof screws.
Not available with flush white door frame.)

CSA Listed and labeled to comply with Canadian Stan-
dards.

Example: LGFV 26TRT 7RW T73 120

Voltage

120
277
347

Wattage/lamp1

26TRT One 26W tri-tube
32TRT One 32W tri-tube
42TRT One 42W tri-tube

Accessories

Order as separate catalog number.
SC7 Sloped ceiling adaptor.  Degree of

slope must be specified (10D, 15D, 20D,
25D, 30D). Ex: SC7 10D.

Notes:

1 Operates Philips PL-T or Osram
Dulux T/E type lamp.

2 Not available with 42TRT.

3 Hi-lume is a registered trademark
of Lutron Electronics.

Aperture: 7-1/8 (18.1)
Ceiling opening: 8-1/8 (20.6)
Overlap trim: 8-5/8 (21.9)

All dimensions are inches (centimeters).

14-1/2
(36.8)

13-1/8 (33.3)

10-1/8 (25.7)

FEATURES

LENS
• Available with tempered prismatic lens (T73), flat

fresnel lens (FFL) or concave Holophane* lens
(CHL).

DOOR
• Regressed white, flush white or stepped matte

black baffle door frame.
• Retained by two self-aligning, constant-tension

support springs.
REFLECTOR
• Semi-specular clear Alzak** reflector.
ELECTRICAL SYSTEM
• Rugged aluminum lampholder housing designed

for effective heat dissipation and positive lamp
positioning.

• Vertically-mounted, four-pin, positive latch, ther-
moplastic socket.

• Class P (thermally protected) high power factor
electronic ballast mounted to the junction box.
(THD < 10%, PF > .99).

MOUNTING
• 16-gauge galvanized steel mounting/plaster frame.

Maximum 1-1/2" ceiling thickness.
• Expandable, self-locking mounting bars provide

horizontal and vertical adjustment.
• Galvanized steel junction box with bottom-hinged

access covers and spring latches. Three combi-
nation 1/2"–3/4" knockouts and one 1/2" knockout
for straight-through conduit runs. Capacity: 8 (4 in,
4 out) No. 12 AWG conductors, rated for 75°C.

LISTING
• Fixtures are UL listed for thru-branch wiring, re-

cessed mounting and wet locations. Listed and
labeled to comply with Canadian Standards (see
options).

*Holophane is a trade name of the Holophane Co.

**Alzak is a registered trademark of ALCOA.
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Distribution curve Distribution data Output data Coefficient of utilization Single luminaire data 30" above floor

From 0° cp. Lumens

0° 964
5° 943 90
15° 849 240
25° 689 317
35° 472 298
45° 271 214
55° 135 126
65° 70 71
75° 27 32
85° 8 10
90° 0

Zone Lumens %lamp

0°-30° 646 20.19
0°-40° 943 29.48
0°-60° 1282 40.07
0°-90° 1394 43.58

90°-180° 0 0.0
0°-180° 1394 43.58*

* Efficiency

LGFV 42TRT 7RW T73, (1) PL-T 42W/30 lamp, 1.0 s/mh, 3200 rated lumens, test no. 2195092201
ρ f 20%
ρ c 80% 70% 30%
ρw 50% 30% 50% 30% 50% 30%
1 47 46 47 45 43 42
2 44 42 43 41 40 39
3 40 37 39 37 37 35
4 37 34 36 34 34 33
5 34 31 33 31 32 30
6 31 28 31 28 30 27
7 29 26 29 26 27 25
8 27 24 26 24 25 23
9 25 22 24 22 24 21
10 23 20 23 20 22 20

From 0° cp. Lumens

0° 1032
5° 1035 99
15° 976 274
25° 762 351
35° 485 308
45° 268 214
55° 140 128
65° 65 65
75° 23 26
85° 2 5
90° 0

LGFV 42TRT 7RW FFL, (1) PL-T 42W/30 lamp, 1.0 s/mh, 3200 rated lumens, test no. 2195092202
ρ f 20%
ρ c 80% 70% 30%
ρw 50% 30% 50% 30% 50% 30%
1 50 49 49 48 46 45
2 46 44 45 43 42 41
3 42 40 42 40 39 38
4 39 37 39 36 37 35
5 36 33 36 33 34 32
6 34 31 33 30 32 30
7 31 28 31 28 30 27
8 29 26 29 26 28 25
9 27 24 27 24 26 23
10 25 22 25 22 24 21

Zone Lumens %lamp

0–30° 721 22.55
0–40° 1028 32.15
0–60° 1369 42.81
0–90° 1464 45.77

90–180° 0 0.0
0–180° 1464 45.77*

* Efficiency
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7" LGFV Round Lens, Gotham Series

50% 10%
beam angle 52.2° beam angle 89.9°

Initial fc fc at  fc at
Mount  at beam Beam beam Beam beam
height  center diameter edge diameter edge

8' 31.9 5.4' 15.9 11.0' 3.2
10' 17.1 7.3' 8.6 15.0' 1.7
12' 10.7 9.3' 5.3 19.0' 1.1
14' 7.3 11.3' 3.6 23.0' .7
16' 5.3 13.2' 2.6 27.0' .5

50% 10%
beam angle 52.9° beam angle 88.7°

Initial fc fc at  fc at
Mount  at beam Beam beam Beam beam
height  center diameter edge diameter edge

8' 34.1 5.5' 17.1 10.8' 3.4
10' 18.3 7.5' 9.2 14.7' 1.8
12' 11.4 9.4' 5.7 18.6' 1.1
14' 7.8 11.4' 3.9 22.5' .8
16' 5.7 13.4' 2.8 26.4' .6

240

480

720
960

1200

240

480

720
960

1200

From 0° cp. Lumens

0° 787
5° 778 74
15° 719 204
25° 608 280
35° 439 268
45° 250 189
55° 120 111
65° 61 60
75° 26 28
85° 9 10
90° 0

Zone Lumens %lamp

0°-30° 555 23.16
0°-40° 823 34.31
0°-60° 1121 46.73
0°-90° 1218 50.76

90°-180° 0 0.0
0°-180° 1218 50.76*

* Efficiency

LGFV 32TRT 7RW T73, (1) PL-T 32W/30 lamp, 1.0 s/mh, 2400 rated lumens, test no. 2195011201
ρ f 20%
ρ c 80% 70% 30%
ρw 50% 30% 50% 30% 50% 30%
1 55 54 54 53 52 51
2 51 48 50 48 48 46
3 46 43 46 43 44 42
4 43 40 42 39 41 38
5 39 36 39 36 38 35
6 36 33 36 33 35 32
7 33 30 33 30 32 29
8 31 27 31 27 30 27
9 29 25 28 25 28 25
10 27 23 26 23 26 230°

45°

90° 50% 10%
beam angle 54.8° beam angle 90.9°

Initial fc fc at  fc at
Mount  at beam Beam beam Beam beam
height  center diameter edge diameter edge

8' 26.0 5.7' 13.0 11.2' 2.6
10' 14.0 7.8' 7.0 15.2' 1.4
12' 8.7 9.9' 4.4 19.3' 0.9
14' 6.0 11.9' 3.0 23.4' 0.6
16' 4.3 14.0' 2.2 27.4' 0.4

200

400
600

800

1000

From 0° cp. Lumens

0° 812
5° 807 78
15° 772 129
25° 685 320
35° 464 187
45° 249 194
55° 124 117
65° 59 62
75° 24 28
85° 7 8
90° 0

LGFV 32TRT 7RW FFL, (1) PL-T 32W/30 lamp, 1.1 s/mh, 2400 rated lumens, test no. 2195011602
ρ f 20%
ρ c 80% 70% 30%
ρw 50% 30% 50% 30% 50% 30%
1 60 58 59 57 56 55
2 55 52 54 52 52 50
3 50 47 50 47 48 46
4 47 43 46 43 45 42
5 43 39 42 39 41 38
6 40 36 39 36 38 35
7 37 33 36 33 35 32
8 34 30 33 30 33 30
9 31 28 31 28 31 27
10 29 25 29 25 28 25

Zone Lumens %lamp

0–30° 623 25.99
0–40° 909 37.90
0–60° 1219 50.81
0–90° 1313 54.74

90–180° 0 0.0
0–180° 1313 54.74*

* Efficiency

0°

45°

90° 50% 10%
beam angle 50.9° beam angle 84.7°

Initial fc fc at  fc at
Mount  at beam Beam beam Beam beam
height  center diameter edge diameter edge

8' 26.9 6.1' 13.4 11.2' 2.7
10' 14.5 8.3' 7.2 15.2' 1.4
12' 9.0 10.5' 4.5 19.3' 0.9
14' 6.1 12.7' 3.1 23.3' 0.6
16' 4.5 14.9' 2.2 27.4' 0.4

200

400

600
800

1000

NOTES:

1 Consult factory for CHL photometrics.

2 Consult technical data tab for electrical characteristics.

3 Tested to current IES and NEMA standards under stabilized laboratory conditions. Various operating factors can cause differences between laboratory data and
actual field measurements. Dimensions and specifications are based on the most current available data and are subject to change without notice.
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